
POTSDAMER STRASSE 61 BERLIN

P61P61
Technikplan

Grundrisse
Technikplan

Grundrisse



T
E

c
h

n
ik

e
g

es
t.—

20
23

P61
Gallery

65" 75" 85"55"

300x300
300x200

Beamer
Beamer

750x350
LED Wand

150x300
LED Wand
Schaufenster

V
-A

1

H-B1

H-C7H-D7

V
-A

2
V

-A
3

V
-A

4

V-A5

H-B2
H-B3 H-B4

V
-B

5
V

-B
6

H-B7 H-B8 H-B9 H-B10

V
-C

1
V

-C
2

H-C3

V
-C

4

V-C5

V
-C

6

V
-D

1

V
-D

2

V
-D

3

V
-D

4

V
-D

5

V
-D

6
H

-C
8

H-Horizontal V-Vertikal

H
-A

6



t
e

c
h

n
ik

U
g

es
t.—

20
23

P61
Gallery

65" 75" 85"55"

300x200
Beamer

V-E1

H-E14

V-E2V-E3

V
-E

4
V

-E
5

V
-E

6
V

-E
7

V-E8 V-E9 V-E10 V-E11 V-E12

V
-E

13

V
-E

15

V-F2 V-F3 V-F4 V-F5

V
-F

1

V
-F

6

V-F7V-F8

V
-F

9

H-Horizontal V-Vertikal



B
il

d
d

a
t

e
i

A
n

f
r

o
d

e
r

u
n

g Spezifikation
32 Bit
4K - 3840 x 2160
HDR10
HDR10+
HLG
Dolby Vision

DOLBY VISION. DOLBY VISION SUPPORT FOR PROFILE 4-MEL, 5, 8, 9. (UP TO LEVEL 9 FOR PROFILES 5 AND 8. UP TO LEVEL 5 FOR PROFILE 9.)
H.265 (HEVC). HARDWARE ACCELERATED UP TO 3840X2160P (4K) @ 60FPS, 35 MBPS, MAIN 10 PROFILE LEVEL 5.1, COLOR SPACE 8-BIT AND 10-
BIT INPUT WITH HDR10, HDR10+, AND HLG.
H.264. HARDWARE ACCELERATED UP TO 3840X2160P (4K) @ 60FPS, 20 MBPS, HIGH 10 PROFILE LEVEL 5.2
H.263. HARDWARE ACCELERATED UP TO 1080P @ 30FPS, 6 MBPS, PROFILE 0 LEVEL 70
VP8. SUPPORTED UP TO 1080P 30FPS. BASELINE PROFILE, NON-SECURE
VP9. HARDWARE ACCELERATED UP TO 4K @ 60FPS, PROFILE 2 UP TO 30 MBPS
MPEG-2. HARDWARE ACCELERATED UP TO 1080P @ 60FPS
MPEG-4. UP TO 1080P @ 30FPS, SIMPLE AND ADVANCED SIMPLE PROFILES LEVEL 5, NON-SECURE
AV1. HARDWARE ACCELERATED UP TO 3840X2160P (4K) @60FPS, 100MBPS, MAIN PROFILE LEVEL 5.1, COLOR SPACE 8-BIT AND 10-BIT INPUT
WITH HDR10, HDR10+, AND HLG.
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8-bit Rec. 709 (HEVC Main profile L4) / 8-bit Rec. 709
10-bit Rec. 709 (HEVC Main10 profile L4) / 10-bit Rec. 709
10-bit Rec. 2020 (HEVC Main10 profile L4) / 10-bit Rec. 2020
Dolby-Vision support for profiles 5, 8 and 9 to max corresponding level. Level 9 for profiles 5 and 8. Level 5 for profile 9.
HDR10+
HLG

Dolby Atmos (EC3_JOC). Up to 48kHz, 8 channels, 16-bit and 24-bit. Dolby Atmos is available on select Netflix, Prime Video, and Disney+ titles when
connected to compatible equipment.
AC3 (Dolby Digital). Up to 48kHz, 6 channels, 16-bit and 24-bit
eAC3 (Dolby Digital Plus). Up to 48kHz, 8 channels, 16-bit and 24-bit
AAC-LC. Up to 48kHz, 6 channels, 16-bit and 24-bit
HE-AACv1 (AAC+). Up to 48kHz, 6 channels, 16-bit and 24-bit
HE-AACv2 (enhanced AAC+). Up to 48kHz, 6 channels, 16-bit and 24-bit
FLAC. Up to 48kHz, 2 channels, 16-bit and 24-bit (no dither for 24 bit)
MIDI. MIDI (Type 0 and 1), DLS (Version 1 and 2), XMF, and Mobile XMF. Ringtone formats RTTTL/RTX, OTA, and iMelody
MP3. Up to 48kHz, 2 channels in DSP (16-bit and 24-bit) and software (16-bit)
Vorbis. Ogg (.ogg), Matroska (.mkv).
PCM/Wave. Up to 96kHz, 6 channels, 16-bit and 24-bit
AMR-NB. Supported
Opus. Up to 8 channels, 48 kHz

Audio CODEC
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